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The plane elasticity problem of a functionally graded semi-inﬁnite plane, containing periodic imbedded
or edge cracks perpendicular to the free surface is considered. Cracks are subjected to mode one mechan-
ical or thermal loadings, which are represented by crack surface tractions. Young’s modulus, conduction
coefﬁcient, coefﬁcient of thermal expansion are taken as exponentially varying functions of the depth
coordinate where as Poisson ratio and thermal diffusivity are assumed to be constant. Fourier integrals
and Fourier series are used in the formulation which lead to a Cauchy type singular integral equation.
The unknown function which is the derivative of crack surface displacement is numerically solved and
used in the calculation of stress intensity factors. Limited ﬁnite element calculations are done for veriﬁ-
cation of the results which demonstrate the strong dependence of stress intensity factors on geometric
and material parameters.
 2011 Elsevier Ltd. All rights reserved.1. Introduction
Functionally graded materials (FGMs) are nontraditional engi-
neering materials that are used especially in coating applications
such as thermal barrier or wear resistant coatings (Erdogan,
1995). They are inhomogeneous materials whose properties vary
in a speciﬁed manner. In order to gain a better understanding of
the fracture of functionally graded materials, different researchers
have solved many crack problems associated with FGMs within the
last couple of decades. Employing various material modeling ap-
proaches and solution techniques, many useful results have been
obtained for different crack conﬁgurations and loading conditions.
There exist now, a vast literature on this subject. A relatively less
studied subject within this vast literature pertains to the periodic
cracking of functionally graded materials.
In this study one such problem, namely, plane strain mode one
periodic cracking of a functionally graded semi-inﬁnite plane is
considered. Granted, the problem at hand is a highly idealized
one and even more realistic problems (such as an FGM coating
bonded to a half plane) have already been solved as will be dis-
cussed in the forthcoming literature survey. The distinguishing fea-
ture of this study, however, is that an analytical solution with a
certain subtlety (to be discussed in Section 2) is being presented.
In the earlier studies, either ﬁnite element or some other approxi-
mate method is used; or analytical solutions are obtained for somell rights reserved.
x: +90 312 210 2536.
ırım), ozunal@aselsan.com.trspecial materials which have variable thermal properties but con-
stant elastic properties. Hence to the best of authors’ knowledge,
the analytical solution to the problem presented here, has not been
published yet. The relevant literature is brieﬂy reviewed in the fol-
lowing. The scope of the literature survey is restricted to periodic
crack problems in linear elastic materials under thermal or
mechanical loads.
Periodic cracks in homogeneous materials are investigated by
many researchers. Earliest works belong to Benthem and Koiter
(1973), and Bowie (1973) who solved the problem of a half-plane
with periodic edge cracks by using different approaches. Nisitani
et al. (1973) considered a row of internal cracks in a semi-inﬁnite
plane under uniform tension. Nemat-Nasser et al. (1978) ad-
dressed the issue of stability of crack growth under speciﬁc ther-
mal stress conditions by considering a half plane containing two
sets of interacting periodic edge cracks which are equally spaced
but of unequal lengths. Stress intensity factors (SIF) used in the
stability analysis are obtained from the solution of a singular
integral equation with Cauchy type singularity. Isida (1979) also
considered an array of parallel edge cracks in a semi-inﬁnite
plane under uniform tension. Some results from Nisitani et al.
(1973) and Isida (1979) are given in Murakami (1987). Nied
(1987) considered the elasticity problem of an inﬁnite array of
periodic internal cracks in a half plane, such that edge cracks
could also be obtained as a special case. Dependence of SIFs
and crack opening displacements on crack spacing has been
investigated. In Nied (1987), instead of taking the usual approach
of formulating the problem by using the derivative of the crack
surface displacement (which leads to a singular integral equation
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which the unknown function is taken to be the crack surface dis-
placement, and this approach results in a hypersingular integral
equation. The problem was formulated ﬁrst, for a single crack
by using Fourier transforms and then the expressions for multiple
cracks were obtained by using superposition. Later, Schulze and
Erdogan (1998) considered the periodic cracking of a homoge-
neous elastic coating bonded to a homogeneous substrate. They
expressed the displacement ﬁeld in the cracked medium as the
superposition of Fourier integrals and Fourier series and formu-
lated the problem in terms of the crack surface displacement,
which led to a hypersingular integral equation.
Thermal stress problems for homogeneous media containing
periodic cracks have been considered by Rizk (2003, 2005,
2006) in a series of articles. In Rizk (2003) periodic cracks in a
half-plane which is subjected to convective cooling is considered.
The thermal stress problem for the crack free medium was solved
ﬁrst and then the thermal stresses with the opposite sign were
applied as the crack surface tractions. The problem was formu-
lated for a single crack by using Fourier transforms and the deriv-
ative of crack surface displacement as the unknown function.
Superposition was used to obtain the required expressions for
multiple cracks as in Nied (1987) and a singular integral equation
with Cauchy type singularity was obtained. In Rizk (2005) and
Rizk (2006) different periodic crack conﬁgurations in elastic strips
have been considered. In these studies, the problems were formu-
lated by using Fourier series and Fourier Integrals in terms of the
crack surface displacements, which led to hypersingular integral
equations. In all of these studies transient SIFs have been pre-
sented. Multiple cracking of an elastic homogeneous coating un-
der transient thermal load has been addressed by Wang and
Mai (2007). In Schulze and Erdogan (1998) and Wang and Mai
(2007), the overall geometry of the cracked body and the solution
methods were the same, the only difference being the applied
loading. A more recent contribution in this area came from Jin
and Feng (2009), where a homogeneous elastic strip containing
an array of parallel edge cracks with alternating lengths subjected
to a thermal shock, is considered. A Fourier transform-superposi-
tion method, similar to that in Rizk (2003) was used, which led to
a system of singular integral equations (Cauchy type) for the un-
known crack surface displacement derivatives. Thermal SIFs were
presented.
In all of the studies reviewed so far plane strain or plane stress
solutions were obtained.
Since mid 1990’s, solutions to periodic crack problems in func-
tionally graded materials have started to appear in the technical
literature. Two main venues followed by the researchers to obtain
solutions are the integral equation method and the ﬁnite element
method (FEM). Here, the analytical solutions are reviewed ﬁrst in
some detail. Finite element studies will be brieﬂy mentioned next.
Periodic cracking of a functionally graded coating bonded to a
homogeneous substrate under anti-plane loading has been consid-
ered by Erdogan and Ozturk (1995). Functional grading was repre-
sented as an exponentially varying modulus of rigidity. A
hypersingular integral equation whose unknown is the crack sur-
face displacement, was derived and mode III SIFs, stresses, crack
opening displacements and strain energy released per unit surface
area were calculated. Later Chen (2006) and, Wang and Mai
(2006a) also considered anti-plane problem of periodic cracks in
graded coatings but for transient (dynamic) loading. In both of
these articles, time dependence had been taken care of by using La-
place transforms, and hypersingular integral equations are ob-
tained by using Fourier transforms and Fourier series for
unknown crack surface displacements. Recently, anti-plane prob-
lem of periodic interface cracks in a functionally graded coating-
substrate structure has been considered by Ding and Li (2008).Choi (1997) considered periodic imbedded cracks in an inﬁnite
non-homogeneous medium loaded under in-plane normal and
shear stresses. The non-homogeneity is represented as an expo-
nentially varying modulus of rigidity in the direction of the
cracks, whereas Poisson ratio is taken as constant. Hypersingular
integral equations (whose unknowns are the crack surface dis-
placements) for each individual loading mode are derived and
solved. SIFs and crack surface displacements have been presented.
Later, Wang and Mai considered the same kind of material
parameter variation and crack conﬁguration for the cases of ther-
mo-mechanical (Wang and Mai, 2005) and transient (dynamic)
loading (Wang and Mai, 2006b). In an earlier study, Afsar and
Sekine (2000) discussed the effect of crack spacing on the brittle
fracture characteristics of a semi-inﬁnite functionally graded
material with periodic edge cracks. Their approach to material
modeling, however, has been quite different. Quoting, ‘‘The non-
homogeneity of the material is simulated by an equivalent eigen-
strain, whereby the problem is reduced to that of a cracked
homogeneous material with incompatible and equivalent eigen-
strains.’’ Recently, Jin and Feng considered multiple edge crack
problems under thermal shock for a thermally graded but elasti-
cally homogeneous plate (Jin and Feng, 2008a) and for a ther-
mally graded but elastically homogeneous coating on a
homogeneous substrate (Jin and Feng, 2008b). Feng and Jin
(2009) also considered thermal fracture of a thermally graded
but elastically homogeneous plate containing two sets of interact-
ing periodic edge cracks which are equally spaced but of unequal
lengths. In all of these studies, a Fourier transform-superposition
method similar to those in Nied (1987) and (Rizk, 2003) are used
and, the unknown being the crack surface displacement deriva-
tive, singular integral equations with Cauchy type singularity
are obtained. Thermal SIFs were calculated and predictions
regarding thermal shock resistance were made.
Periodic crack problems in functionally graded materials have
also been addressed by using FEM. Thermal and mechanical load-
ing of coating-substrate systems (Bao and Wang, 1995), thermal
loading with temperature dependent material parameters (Ueda,
2002), thermal shock enhancement due to multiple cracking
(Han and Wang, 2006) and three dimensional crack problems
(Dag et al., 2008) have been considered.
The current study presents the analytic solution of plane strain
mode one periodic crack problem of a functionally graded semi-
inﬁnite plane. Spatial variation of the Young’s modulus is taken
as an exponential function, and Poisson ratio is taken as constant.
The problem has been reduced to a perturbation problem in
which the crack surface tractions are the only non-zero external
loads. Following (Schulze and Erdogan, 1998), a Fourier integral-
Fourier series representation of displacements is used in the for-
mulation, but a Cauchy type singular integral equation is derived
since the auxiliary unknown function is selected as the derivative
of the crack surface displacement rather than the displacement.
In this respect, the given solution is unique considering the liter-
ature survey given above. The analytic approach developed here
can be extended to more realistic cases such as functionally
graded strips or coatings containing periodic cracks. The main
objective of this study is to examine the effect of length parame-
ters (i.e. crack location, spacing and crack length) and material
grading on SIFs for imbedded and edge cracks. SIFS are given
for general loading conditions as well as constant strain and ther-
mal shock loadings.2. Formulation of the problem
The geometry of the plane elasticity problem of periodic cracks
in a functionally graded semi-inﬁnite medium is given in Fig. 1. By
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Fig. 1. Geometry of the problem.
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periodic edge cracks can also be obtained. Shear modulus varies
along x-direction as an exponential function.
lðxÞ ¼ l0 expðbxÞ ð1Þ
where b is the nonhomogeneity constant, and l0 is the modulus of
rigidity at x = 0. Following (Choi, 1997), Poisson ratio m is taken as
constant. In order to unify plane stress and plane strain formula-
tions, Kolosov constant is used which is deﬁned as
j ¼ 3 4m ð2Þ
for plane strain and
j ¼ 3 m
1þ m ð3Þ
for plane stress. By using equilibrium equations and stress–strain
relationships, the governing equations in terms of the displace-
ments can be expressed as follows:
ðjþ 1Þ @
2u
@x2
þ ðj 1Þ @
2u
@y2
þ 2 @
2v
@x@y
þ bðjþ 1Þ @u
@x
þ bð3 jÞ @v
@y
¼ 0;
ð4:aÞ
ðj 1Þ @
2v
@x2
þ ðjþ 1Þ @
2v
@y2
þ 2 @
2u
@x@y
þ bðj 1Þ @u
@y
þ bðj 1Þ @v
@x
¼ 0:
ð4:bÞ
The assumed form of solution which has the capacity to satisfy (4)
and the boundary conditions is as follows (Schulze and Erdogan,
1998):
uðx; yÞ ¼ 1
2p
Z 1
1
U1ðy;qÞeixqdqþ
X1
n¼0
U2ðx;anÞ cosðyanÞ; ð5:aÞ
vðx; yÞ ¼ 1
2p
Z 1
1
V1ðy;qÞeixqdqþ
X1
n¼0
V2ðx;anÞ sinðyanÞ; ð5:bÞ
where
an ¼ npc : ð5:cÞ
By substituting (5) into (4), one can ﬁnd
U1¼m1A1ðqÞen1yþm2A2ðqÞen2yþm3A3ðqÞen3yþm4A4ðqÞen4y ð6:aÞ
V1¼A1ðqÞen1yþA2ðqÞen2yþA3ðqÞen3yþA4ðqÞen4y ð6:bÞwhere
n1 ¼ 12  b
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
r
 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4q2 þ 4ibqþ b2 3 j
jþ 1
r
; ð7:aÞ
n2 ¼ 12  b
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
r
 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4q2 þ 4ibqþ b2 3 j
jþ 1
r
; ð7:bÞ
n3 ¼ 12  b
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
r
þ 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4q2 þ 4ibqþ b2 3 j
jþ 1
r
; ð7:cÞ
n4 ¼ 12  b
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
r
þ 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4q2 þ 4ibqþ b2 3 j
jþ 1
r
; ð7:dÞ
mj ¼
ðj 1Þ  ðq2 þ iqbÞ  ðjþ 1Þn2j
ðbðj 1Þ  2iqÞnj ; ðj ¼ 1; . . . ;4Þ; ð8Þ
and
U2 ¼ q1B1nðanÞep1x þ q2B2nðanÞep2x; ð9:aÞ
V2 ¼ B1nðanÞep1x þ B2nðanÞep2x; ð9:bÞ
where,
p1 ¼ 
b
2
 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
b2 þ 4a2n þ i4ban 
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
rs
; ð10:aÞ
p2 ¼ 
b
2
 1
2

ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
b2 þ 4a2n  i4ban 
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
rs
; ð10:bÞ
qj ¼
ðj 1Þpjðpj þ bÞ  a2nðjþ 1Þ
anð2pj þ bðj 1ÞÞ
; ðj ¼ 1;2Þ: ð11Þ
Note that in (9), the boundedness of displacements U2 and V2 as
x?1 has been taken into account. Then the displacements and
(by using stress-strain relationships) the stresses can be written as;
uðx; yÞ ¼ 1
2p
Z 1
1
X4
j¼1
mjðqÞ  AjðqÞ  enjyixqdq
þ
X1
n¼0
X2
j¼1
qjðanÞ  BjnðanÞ  epjx  cosðyanÞ; ð12:aÞ
vðx;yÞ¼ 1
2p
Z 1
1
X4
j¼1
AjðqÞ enjyixqdqþ
X1
n¼0
X2
j¼1
BjnðanÞ epjx  sinðyanÞ:
ð12:bÞ
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1
2p
Z 1
1
X4
j¼1
½ð3 jÞnjðqÞ  iqðjþ 1ÞmjðqÞ
"
 AjðqÞ  enjyixqdqþ
X1
n¼0
X2
j¼1
½ðjþ 1Þ  pjðanÞ  qjðanÞ
þð3 jÞ  an  BjnðanÞ  epjx  cosðyanÞ
#
; ð13:aÞryyðx; yÞ ¼ lðxÞj 1
1
2p
Z 1
1
X4
j¼1
½ðjþ 1ÞnjðqÞ  iqð3 jÞmjðqÞ
"
 AjðqÞ  enjyixqdqþ
X1
n¼0
X2
j¼1
½ð3 jÞ  pjðanÞ  qjðanÞ
þðjþ 1Þ  an  BjnðanÞ  epjx  cosðyanÞ
#
; ð13:bÞ
rxyðx;yÞ¼lðxÞ 12p
Z 1
1
X4
j¼1
½mjðqÞ njðqÞ iq AjðqÞ enjyixqdq
"
þ
X1
n¼0
X2
j¼1
½pjðanÞan qjðanÞ BjnðanÞ epjx sinðyanÞ
#
: ð13:cÞ
In the expressions above there are two groups of unknown functions
(A1,A2,A3,A4 and B1n,B2n) which are supposed to be determined by
using the boundary conditions. Since the solution is periodic, it is
sufﬁcient to consider a semi-inﬁnite strip along x-axis such that
0 6 y 6 c. In Fig. 1, the domain of the elastic solution is shaded. It
is assumed that through an appropriate superposition, the elasticity
problem is reduced to a perturbation problem where the only non-
zero loads are the self-equilibriating crack surface tractions. The
boundary conditions of the problem are then given as follows:
vðx;0Þ ¼ 0; 0 < x < a and b < x < 1; ð14:aÞ
ryyðx;0Þ ¼ pðxÞ; a < x < b; ð14:bÞ
rxyðx;0Þ ¼ 0; 0 < x < 1; ð14:cÞ
rxyðx; cÞ ¼ 0; 0 < x < 1; ð14:dÞ
vðx; cÞ ¼ 0; 0 < x < 1; ð14:eÞ
rxxð0; yÞ ¼ 0; 0 < y < c; ð14:fÞ
rxyð0; yÞ ¼ 0; 0 < y < c; ð14:gÞ
Of these conditions, (14.a,b) are the mixed boundary conditions.
Conditions (14.a), and (14.c-e) enforce periodic solution with re-
spect to y = nc (n = 0,1,2, . . .). These conditions are readily satisﬁed
by the Fourier series because of sin(yan) term. Conditions (14.f)
and (14.g) are the stress free boundary conditions for the half plane.
The derivative of crack surface displacement is going to be used
as the auxiliary unknown in terms of which the other unknowns
will be expressed. Deﬁning
gðxÞ ¼ @vðx;0Þ
@x
; 0 < x < 1; ð15Þ
and using the homogeneous boundary conditions (14.a), and (14.c-
e), one can obtain A1, A2, A3 and A4, after rather lengthy manipula-
tions as follows:
A1 ¼ ðe
2Ac  e2BcÞ
2fcoshð2AcÞ  coshð2BcÞg
ðm2n2  iqÞ
ðm2n2 m1n1Þ
i
q
Z b
a
eitqgðtÞdt;
ð16:aÞ
A2 ¼ ðe
2Bc  e2AcÞ
2fcoshð2AcÞ  coshð2BcÞg
ðm1n1  iqÞ
ðm2n2 m1n1Þ
i
q
Z b
a
eitqgðtÞdt;
ð16:bÞ
A3 ¼ ðe
2Bc  e2AcÞ
2fcoshð2AcÞ  coshð2BcÞg
ðm1n1  iqÞ
ðm2n2 m1n1Þ
i
q
Z b
a
eitqgðtÞdt;
ð16:cÞA4 ¼ ðe
2Ac  e2BcÞ
2fcoshð2AcÞ  coshð2BcÞg
ðm2n2  iqÞ
ðm2n2 m1n1Þ
i
q
Z b
a
eitqgðtÞdt;
ð16:dÞ
where,
A ¼ b
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3 j
jþ 1
r
; B ¼ 1
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4q2 þ 4ibqþ b2 3 j
jþ 1
r
: ð17Þ
Here, one should be aware of the fact that, since the auxiliary func-
tion that is being used is the derivative of the crack surface displace-
ment, boundary condition (14.a) and therefore Eq. (12.b) has been
differentiated with respect to x. So at this point, with Ai
(i = 1,2,3,4) given above, the condition
@vðx;0Þ
@x
¼ 0; 0 < x < a and b < x < 1; ð18Þ
is satisﬁed rather than the actual boundary condition (14.a) itself.
This is the subtlety which was mentioned earlier in Section 1. Fur-
ther effort will be required to remedy this situation. This issue how-
ever will be addressed in Section 3.
Now, since the unknown functions A1, A2, A3 and A4 are deter-
mined in terms of g(t), one can turn to the question of ﬁnding
B1n(an) and B2n(an).
Applying boundary condition (14.f) along with (13.a), one can
obtain
1
2p
Z 1
1
X4
k¼1
LkAkenkydqþ
X1
n¼0
X2
k¼1
MkBkn cosðyanÞ ¼ 0 ð19Þ
where
Lk ¼ ð3 jÞnk  iqðjþ 1Þmk; ðk ¼ 1; . . . ;4Þ ð20:aÞ
Mk ¼ ðjþ 1Þpkqk þ ð3 jÞan: ðk ¼ 1;2Þ ð20:bÞ
Now recalling the orthogonality relationship for cosine function one
can multiply both sides of Eq. (19) with cos(yam)dy and integrate
y 2 (0,c).
By doing so all the terms in the inﬁnite series vanish except
n =m. Integrating the ﬁrst term twice, (ﬁrst over y 2 (0,c) by using
standard integration techniques, and then, after substituting Ak(q)
from (16), over q 2 (1,1) by using contour integration on the
complex plane) Eq. (19) can be written as follows:
G1 þ
X2
k¼1
MkBkmc^m ¼ 0; ðm ¼ 0;1;2;3 . . .Þ ð21Þ
where, c^m ¼ c if m = 0, and c^m ¼ c=2 when m– 0. G1 is given as;
G1 ¼ 4iðj 1Þa
2
m
pðjþ 1Þ
Z b
a
gðtÞIðtÞdt; ð22Þ
where
IðtÞ¼2p
k1
k4 1 bk2
 
þk5 1þ bk3
  
; ð23:aÞ
k1¼4amb
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
3j
1þj
r
; k2¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4a2mþb2 ik1
q
; ð23:bÞ
k3¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
4a2mþb2þ ik1
q
; k4¼ exp ðbk2Þ t2
 
; k5¼ exp ðbk3Þ t2
 
:
ð23:cÞ
Similarly, applying boundary condition (14.g) along with (13.c), and
deﬁning
Rk ¼ mk  nk  iq; ðk ¼ 1; . . . ;4Þ ð24:aÞ
Sk ¼ pk  an  qk; ðk ¼ 1;2Þ ð24:bÞ
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1
2p
Z 1
1
X4
k¼1
Rk  Ak  enjydqþ
X1
n¼0
X2
k¼1
Sk  Bkn  sinðyanÞ ¼ 0: ð25Þ
Proceeding similarly, one can multiply both sides of Eq. (25) with
sin(yam)dy and integrate y 2 (0,c). Then again, all the terms in the
series summation vanish except for n =m. As before, the ﬁrst term
is integrated twice, ﬁrst over y 2 (0,c) and then over q 2 (1,1)
after substituting Ak(q) from (16). This leads to
G2 þ
X2
k¼1
SkBkmc0m ¼ 0: ðm ¼ 0;1;2;3 . . .Þ ð26Þ
where c0m ¼ 0 if m = 0, and c0m ¼ c=2 when m– 0. G2 is given as;
G2 ¼ 4a
2
m
k1ðjþ 1Þ
Z b
a
gðtÞbIðtÞdt; ð27Þ
where
bIðtÞ ¼ pi iam þ b
ﬃﬃﬃﬃﬃﬃ
3j
jþ1
q
k2b
ﬃﬃﬃﬃﬃﬃ
3j
jþ1
q  k4  piiam þ b
ﬃﬃﬃﬃﬃﬃ
3j
jþ1
q
k3b
ﬃﬃﬃﬃﬃﬃ
3j
jþ1
q  k5: ð28Þ
Now, B1m, B2m can be solved from equations (21) and (26), along
with (22) and (27) giving;
B1m ¼
Z b
a
gðtÞbB1mdt; B2m ¼ Z b
a
gðtÞbB2mdt; ð29:aÞ
where
bB1m ¼ 4iam M2c^mI^ðtÞ þ ðj 1ÞamS2c0mIðtÞ
h i
c^mc0mpðjþ 1ÞðM1S2 M2S1Þ
; ð29:bÞ
bB2m ¼ 4iam M1c^mI^ðtÞ þ ðj 1ÞamS1c0mIðtÞ
h i
c^mc0mpðjþ 1ÞðM1S2 M2S1Þ
: ð29:cÞ
Here, one can show that if m = am = 0 then B1m = B2m = 0 therefore
the Fourier series could be started from one. The remaining bound-
ary condition (14.b) is used along with (13.b), (16) and (29) to ob-
tain the integral equation for the unknown function g(t):Z b
a
ðh1ðx; tÞ þ h2ðx; tÞÞgðtÞdt ¼  pðxÞðj 1ÞlðxÞ ð30Þ
In (30),
h1ðx; tÞ ¼ lim
y!0
1
2p
Z 1
0
Mðy;qÞ cosðqðt  xÞÞdq
	
þ 1
2p
Z 1
0
Nðy;qÞ sinðqðt  xÞÞdq


ð31Þ
where
Mðy;qÞ ¼ K1ðy;qÞ þ K1ðy;qÞ; ð32:aÞ
Nðy;qÞ ¼ iðK1ðy;qÞ  K1ðy;qÞÞ; ð32:bÞ
K1ðy;qÞ ¼ i½K11ðy;qÞ  K12ðy;qÞ  K13ðy;qÞ þ K14ðy;qÞ2qðm2n2 m1n1Þðcoshð2AcÞ  coshð2BcÞÞ ð32:cÞ
K11ðy;qÞ ¼ððjþ 1Þn1ðqÞ  iqð3 jÞm1ðqÞÞ
ðm2n2  iqÞen1yðe2Ac  e2BcÞ; ð32:dÞ
K12ðy;qÞ ¼ððjþ 1Þn2ðqÞ  iqð3 jÞm2ðqÞÞ
ðm1n1  iqÞen2yðe2Ac  e2BcÞ; ð32:eÞ
K13ðy;qÞ ¼ððjþ 1Þn3ðqÞ  iqð3 jÞm3ðqÞÞ
ðm1n1  iqÞen3yðe2Ac  e2BcÞ; ð32:fÞK14ðy;qÞ ¼ððjþ 1Þn4ðqÞ  iqð3 jÞm4ðqÞÞ
ðm2n2  iqÞen4yðe2Ac  e2BcÞ; ð32:gÞ
h2ðx; tÞ ¼ lim
y!0
X1
n¼1
K2ðx; t;anÞ cosðanyÞ
( )
ð33Þ
K2ðx; t;anÞ ¼
X2
j¼1
½ð3 jÞpjðanÞqjðanÞ þ ðjþ 1ÞanbBjnðanÞepjx: ð34Þ
In order to solve the integral Eq. (30), singular behaviors of the ker-
nels h1(x, t) and h2(x, t) should be determined. Previous studies (see
for example, Kadioglu et al., 1998) indicate that, for imbedded crack
case the integral equation is singular, with a Cauchy kernel and this
kernel can be revealed through an asymptotic analysis of h1(x, t) as
q?1. In addition to the Cauchy kernel, the singular integral equa-
tion has a generalized Cauchy kernel in the case of an edge crack
and this kernel can be extracted through an asymptotic analysis
of h2(x, t) as an?1. The substitution of y = 0 in the boundary con-
dition should be postponed until the completion of these asymp-
totic analysis.
Using (7), (8), (17), (31), (32) and performing the asymptotic
analysis, the behaviors of M(y,q) and N(y,q) as q?1 can be ex-
pressed as follows:
M1ðy;qÞ ﬃ b1
q
þ b3
q3
þ b5
q5
þ b7
q7
þ b9
q9
þ b11
q11
þ O 1
q13
  
 eqy ð35Þ
N1ðy;qÞ ﬃ c0 þ c2q2 þ
c4
q4
þ c6
q6
þ c8
q8
þ c10
q10
þ c12
q12
þ O 1
q14
  
 eqy
ð36Þ
In these expressions, ci and bi are functions of j and b. In theory,
extracting the leading terms should be sufﬁcient to render the inﬁ-
nite integrals in (31) convergent. In this study, however, asymptotic
expansions up to the orders q13 and q14 are considered in order
to improve the accuracy of the calculations in the numerical solu-
tion of the integral equation. The leading terms are given as,
b1 ¼ 4bðj 1Þjþ 1 ; c0 ¼
8ðj 1Þ
jþ 1 ; ð37Þ
and the higher order terms which become rather lengthy are not gi-
ven here. These terms however, are exactly the same as those that
one would obtain for a single crack problem as in Kadioglu et al.
(1998), and they can be found in Dag (1997).
By using the asymptotic expansions given in (35) and (36), and
following a procedure similar to that given in Dag (1997), one can
reduce Eq. (31) into a formwhich displays the (Cauchy type) singu-
lar nature of the integral equation and can be readily used in the
numerical solution.
h1ðx; tÞ  c02p
1
t x
b1
2p
log jt xj  b1
2p
ðCi½Gðt xÞ
 log jt xjÞ þ 1
2p
Z F
0
½Nð0;qÞ  c0sinðqðt xÞÞdq
þ 1
2p
Z G
0
Mð0;qÞcosðqðt xÞÞdq
þ 1
2p
Z 1
F
c2
q2
þ c4
q4
þ c6
q6
þ c8
q8
þ c10
q10
þ c12
q12
 
sinðqðt xÞÞdq
þ 1
2p
Z 1
G
b3
q3
þ b5
q5
þ b7
q7
þ b9
q9
þ b11
q11
 
cosðqðt xÞÞdq; ð38Þ
In (38), Ci is the cosine integral. Integration limits F and G should be
chosen as sufﬁciently large numbers such that the differences
between the functions (32.a,b) and their respective asymptotic
expansions (35), (36) become negligible. The last two integrals
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and Cosine integrals (Dag, 1997).
Having expressed h1(x, t) in a form amenable to numerical solu-
tion, attention could be turned to h2(x, t). For embedded crack
problems, h2(x, t) can be readily evaluated by taking the limit in
(33) and summing sufﬁciently many terms, because the series is
convergent. Singular behavior of unknown function g(t), however,
changes when x, t? 0 in the case of edge cracks(a = 0). This change
is effected by the generalized Cauchy kernel which can be obtained
through an asymptotic analysis of the series by letting an?1
when x and t also simultaneously approach 0. It is known that
g(t) is non-singular at the crack mouth. One, however, still needs
to do an asymptotic analysis to be able to calculate the kernel
h2(x, t) accurately for small values of x and t during the numerical
solution. Performing this asymptotic analysis, one can obtain the
following expression for large values of an:
K12 ðx; t;anÞ  a2a2n þ a1an þ a0 þ
a1
an
 
exp anðt þ xÞ þ bðt  xÞ2
 
;
ð39Þ
In (39), the coefﬁcients a2, a1, a0 and a1 are very lengthy functions
of t, x, b, j and cwhich were calculated through a lengthy computer
code1 and they are not given here. By using (39), one can express
h2(x, t) as,
h2ðx; tÞ ¼ lim
y!0
X1
n¼1
K2ðx; t;anÞ  K12 ðx; t;anÞ
 
cosðanyÞ
(
þ
X1
n¼1
K12 ðx; t;anÞ cosðanyÞ
)
: ð40Þ
First term of (40) can be calculated numerically by taking the limit
and then summing the series. Summing is stopped when the terms
start to be negligible. On the other hand, the second term of (40) can
be obtained in closed form by using the following formulae:
S1ðh;gÞ ¼
X1
n¼1
1
n
enh cosðngÞ ¼ 1
2
lnð2 coshðhÞ  2 cosðgÞÞ  1
2
h;
ð41:aÞ
S0ðh;gÞ ¼
X1
n¼1
enh cosðngÞ ¼ sinhðhÞ
2 coshðhÞ  2 cosðgÞ 
1
2
; ð41:bÞ
S1ðh;gÞ ¼
X1
n¼1
nenh cosðngÞ ¼  coshðhÞ
2 coshðhÞ  2 cosðgÞ
þ 2 sinh
2ðhÞ
ð2 coshðhÞ  cosðgÞÞ2
; ð41:cÞ
S2ðh;gÞ ¼
X1
n¼1
n2enh cosðngÞ ¼ sinhðhÞ
2 coshðhÞ  2 cosðgÞ
 6 coshðhÞ
2 coshðhÞ  cosðgÞð Þ2
SinhðhÞ
þ sinh
3ðhÞ
2 coshðhÞ  2 cosðgÞð Þ3
: ð41:dÞ
Then h2(x, t) can be cast into the following form which is suitable for
numerical solution.
h2ðx; tÞ  a2 pc
 2
S2
pðt þ xÞ
c
;0
 
þ a1 pc S1
pðt þ xÞ
c
;0
 
þa0S0 pðt þ xÞc ;0
 
þ a1
p=c
S1
pðt þ xÞ
c
;0
 
exp
bðt  xÞ
2
 
þ
XH
n¼1
K2ðx; t;anÞ  K12 ðx; t;anÞ
 
; ð42Þ1 The authors would be glad to share this code with interested readers. Please
contact the corresponding author.where H is an integer large enough for the convergence of series.
By substituting (38) and (42) into (30), and dividing both sides
of the equation by c, the singular integral equation can be written
in the following form:
1
p
Z b
a
gðtÞ 1
tx
b
2
log jtxjþ2p
c0
ebðtxÞ=2
X2
k¼1
ak
p
c
 k
Sk p
tþx
c
;0
 (
þkf ðx;tÞ

dt¼pðxÞ 1þj
4lðxÞ : ð43Þ
In (43), the dominant part of the kernel is written explicitly and the
contraction kf(x, t) denotes to the Fredholm kernel which can be in-
ferred from (38) and (42).
3. Zero displacement condition outside the crack
At this point formulation seems to be complete and ripe for
numerical solution. But before proceeding with the solution, the
issue raised because of implementing boundary condition (18)
rather than (14.a) should be resolved. For this, consider the
value of displacement v(x,0) in terms of the displacement deriva-
tive gðxÞ ¼ @vðx;0Þ
@x , where v(x,0) is given as a Fourier Integral.
Deﬁning
vðx;0Þ ¼ 1
2p
Z 1
1
Vðq;0Þeixqdq; ð44Þ
one can show that,
vðx;0Þ ¼ 1
2p
Z 1
t¼1
gðtÞ
Z 1
q¼1
eiqðxtÞ
iq
dq
	 

dt: ð45Þ
The inner integral in (45) can be recognized as psgn(x  t), hence
vðx;0Þ ¼ 1
2
Z 1
t¼1
gðtÞsgnðx tÞdt: ð46Þ
Now let us express v(x,0) for a given piecewise continuous function
g(x), such that g(x) is non-zero in the interval x 2 [a,b] and it is equal
to zero elsewhere. Considering a point xc > b,
vðxc;0Þ ¼ 12
Z b
t¼a
gðtÞsgnðxc  tÞdt ¼ 12
Z b
t¼a
gðtÞdt: ð47Þ
It can be observed that for an imbedded crack problem, the single-
valuedness conditionZ b
t¼a
gðtÞdt ¼ 0; ð48Þ
would be explicitly enforced in the solution, so the zero displace-
ment boundary condition is exactly satisﬁed. On the other hand,
for an edge crack problem, (48) gives crack mouth opening displace-
ment and the boundary condition (14.a) would not be satisﬁed. This
problem can be taken care of by superposing another solution to the
existing one such that the overall solution satisﬁes all the boundary
conditions.
For this purpose, consider the elasticity problem for a semi-inﬁ-
nite FGM strip along x-axis (Fig. 2), whose modulus of rigidity var-
ies in x direction, Poisson ratio is constant, and subjected to the
following boundary conditions:
vðx;0Þ ¼ v0; vðx; cÞ ¼ 0; 0 < x < 1 ð49:aÞ
rxyðx;0Þ ¼ 0; rxyðx; cÞ ¼ 0; 0 < x < 1 ð49:bÞ
rxxð0; yÞ ¼ 0; rxyð0; yÞ ¼ 0: 0 < y < c ð49:cÞ
3026 B. Yıldırım et al. / International Journal of Solids and Structures 48 (2011) 3020–3031One can show that, the solution of this problem is given as;
rxx ¼ 0; rxy ¼ 0; ryy ¼ 8lðxÞ1þ j
v0
c
; ð50Þ
exx ¼ 3 j1þ j
v0
c
; eyy ¼ v0c ; exy ¼ 0; ð51Þ
vðx; yÞ ¼ v0
c
ðc  yÞ: ð52Þ
For the overall solution, the displacement in y-direction along x-axis
must be equal to zero, therefore from (47), (52) and (14.a);
v0 ¼ 12
Z b
t¼a
gðtÞdt: ð53Þ
Using (53) and (50), one obtains the additional term to be combined
with integral Eq. (43) as follows:
ryy ¼ 4lðxÞcð1þ jÞ
Z b
t¼a
gðtÞdt: ð54Þ
Then, from (54) one can easily see that, the only modiﬁcation
needed in (43) is to add pc to the Fredholm kernel kf(x, t), so that
the singular integral equation of the problem becomes;
1
p
Z b
a
gðtÞ 1
tx
b
2
log jtxjþ2p
c0
ebðtxÞ=2
	

X2
k¼1
ak
p
c
 k
Sk ptþxc ;0
 
þp
c
þkf ðx;tÞ
)
dt¼pðxÞ 1þj
4lðxÞ : ð55Þ
Before closing the formulation, we should note that using the crack
displacement itself rather than its derivative such as in Schulze and
Erdogan (1998) or following a Fourier Transform-superposition ap-
proach such as in Rizk (2003) circumvents this problem about
boundary condition (14.a).
4. Numerical solution and stress intensity factors
Singular integral Eq. (55) can be solved by using a series expan-
sion-collocation method. Introducing non-dimensional variables r
and s such that 1 6 r, s 6 1, the interval [a,b] can be normalized
by deﬁning
t ¼ b a
2
r þ bþ a
2
; x ¼ b a
2
sþ bþ a
2
; ð56Þ
gðxðsÞÞ ¼ bGðsÞ: ð57Þ
The unknown function bGðsÞ can be expressed asbGðsÞ ¼ uðsÞð1 sÞað1þ sÞb; ð58Þ
where a = b = 1/2 for imbedded cracks and a = 1/2, b = 0 for edge
cracks (a = 0). The solution method used by Dag and Erdogan (2002)
is adopted in this study. According to this method, the unknown
function is expressed in terms of an inﬁnite series of Jacobi polyno-
mials as follows:x 
y 
σxy=0 
σxy=0 
v=v0
v=0 
σxy=0 
σxx=0 
c 
Fig. 2. Semi-inﬁnite FGM strip.uðrÞ ¼
X1
n¼0
CnP
ða;bÞ
n ðrÞ: ð59Þ
The normalized singular integral equation can be regularized by
using (57)–(59). Then, truncating the inﬁnite series (59) at a sufﬁ-
ciently large integer N, and using collocation method, an algebraic
system of equations can be obtained for the unknown coefﬁcients
Cn. For imbedded crack problems, single valuedness condition (48)
must also be used. Once Cn are determined, one can express the SIFs
for the imbedded crack case as,
k1ðaÞ ¼ lim
x!a
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ða xÞ
p
ryyðx;0Þ ¼ 4lð1Þjþ 1
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
b a
2
r
uð1Þ; ð60:aÞ
k1ðbÞ ¼ lim
x!bþ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ðx bÞ
q
ryyðx;0Þ ¼ 4lðþ1Þjþ 1
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
b a
2
r
uðþ1Þ; ð60:bÞ
and the edge crack case as,
k1ðbÞ ¼ lim
x!bþ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2ðx bÞ
q
ryyðx;0Þ ¼ 4lðþ1Þjþ 1
ﬃﬃﬃ
b
p
uðþ1Þ: ð61Þ5. Finite element implementation
In order to verify the results, some cases are also solved by
using FEM. Commercial software ANSYS is used in the calculations.
The unit cell shown in Fig. 1 was modeled. Triangular form of
PLANE183, 8-noded quadratic elements are used in the mesh,
which contains 126455 elements and 255426 nodes. Spatial varia-
tions of material properties are implemented through an APDL
code (Ansys Parametric Design Language) by assigning the correct
values of the material properties at the centroids of each element.
To have a perfect match with the analytic solution, loads are ap-
plied as crack surface tractions (except constant strain loading),
and the other boundary conditions are also implemented similar
to the analytic solution. Length of the unit cell is taken as 6  b
to simulate the inﬁnite strip boundary condition. Choosing a longer
strip would result in very large values of material properties in the
model, causing instabilities and inaccurate results. On the other
hand, choosing a smaller length results in free surface effects. Thus
appropriate length was chosen after some trial and error.
Following Barsoum (1976), special elements are used at the
crack tip, which display the correct strain singularity. This is
achieved by collapsing the quadrilateral elements into triangular
ones by bringing together two corner nodes and then, by shifting
the mid-side nodes to the quarter points. Side length of the crack
tip elements is taken as b/1000 and 12 elements are used around
the crack tip. SIFs are computed using Displacement Correlation
Technique.
In the transient thermal stress analysis, the same geometry and
the mesh are used as in the mechanical analysis. For the stress cal-
culations thickness of the crack free plate is assumed unity and
vertical displacements are ﬁxed to zero at the bottom and top
edges. Time step is taken as D/50. Using larger time steps resulted
in non-converging results. Ta is taken as 1.25 and T0 is taken as 2
units. Reference temperature is also taken as T0. Two steps are fol-
lowed for the solution (1) Transient thermal temperatures are cal-
culated as a function of time and written into thermal result ﬁle.
(2) Element type is switched to structural type and these temper-
atures are used as loads at the given time.
6. Results and discussion
Results of this study are the SIFs which are calculated for differ-
ent values of nonhomogeneity parameters, for different crack con-
ﬁgurations and for different loadings. Plane strain conditions are
considered and j = 2 (corresponding to Poisson ratio, m = 0.25) is
Table 1
Comparison of kðaÞ=r0
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃðb aÞ=2p for an internal crack with the corresponding case in
Murakami (1987).
(b  a)/(b + a) (ba)/(4c) (Murakami, 1987) Current study
0.5 0.0 1.0914 1.0913
0.1 0.9888 0.9888
0.2 0.8594 0.8594
0.333 0.7089 0.7087
0.5 0.5735 0.5729
0.333 0.0 1.0346 1.0345
0.1 0.9608 0.9609
0.2 0.8528 0.8528
0.333 0.7015 0.7012
0.5 0.5708 0.5702
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since, actually that is the only practical case. Nevertheless, some
imbedded crack results under uniform crack surface tractions are
also presented for comparison purposes. For imbedded cracks nor-
malized SIFs are given as
kðaÞ ¼ kðaÞ
r0
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃðb aÞ=2p ; kðbÞ ¼ kðbÞr0 ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃðb aÞ=2p ; ð62Þ
where r0 is the applied uniform crack surface load.
Imbedded crack results are shown graphically in Figs. 3 and 4.
In these ﬁgures, variation of SIFS with respect to ‘/(‘ + 2c) are given
where ‘ = b  a and ‘/a = 1.0. One should note that the curves cor-
responding to the case of homogeneous material is virtually the
same as those given in Nied (1987). The results have also been
compared with the corresponding case given in Murakami
(1987), in Table 1. A very good agreement is observed. For compar-
ison purposes, FEM results are also obtained for various bb values
and the agreement between analytic and FEM results are found to
be excellent. Thus, FEM results are not shown separately on these
ﬁgures.
For edge cracks, three distinct loading cases are considered. In
the ﬁrst case, following Dag and Erdogan (2002), crack surface trac-
tions are taken as proportional to powers of x (up to the order
three), which can be expressed as follows:
pðxÞ ¼ r0  xb
 k
; k ¼ 0;1;2;3: ð63Þ
By superposing the SIFs obtained using these crack surface tractions
for different powers of x, fairly general loading conditions on theb β
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Fig. 3. Stress intensity factors at a for an imbedded crack under uniform loading.
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Fig. 4. Stress intensity factors at b for an imbedded crack under uniform loading.FGM half-plane could be implemented. Normalized SIFs for edge
cracks are deﬁned as
kðbÞ ¼ kðbÞ
r0
ﬃﬃﬃ
b
p : ð64Þ
Comparisons are made with the corresponding case in Murakami
(1987) for edge cracks as well, where the results are read from a
plot. Note that since the formulation in this article is made for
FGM materials, it becomes degenerate for homogeneous (bb = 0 ex-
actly) materials. So, calculations for homogeneous materials are
done by taking bb = 104 or bb = 104 which produce the same re-
sults (Table 2). Variation of mode I SIFs with respect to crack spac-
ing for various values of nonhomogeneity parameter are given in
Tables 3–6 for power law type of crack surface tractions. For uni-
form stress loading FEM results are also included in Table 3 (bold-
face values) where an excellent agreement between analytic and
FEM results is observed. In these tables, the last row corresponds
to a single crack case, and the values are taken from Dag and Erdo-
gan (2002). The middle column with zero nonhomogeneity param-
eter corresponds to a homogeneous half space. To facilitate
comparison with (Nied, 1987) where the results were presented
in graphical form, analytic SIFs under uniform stress loading versus
crack spacing for various values of nonhomogeneity parameters is
given in Fig. 5. The middle curve in this ﬁgure represents homoge-
neous material. A very good agreement is observed between our re-
sults and those given in Nied (1987) for this case as well. This family
of curves summarize the general trends very well. For a wide range
of crack spacings, (b/(b+2c) > 0.15) SIFs increase as bb increases
from 3 to 3, thus bracketing the SIFs of a homogeneous half plane,
for a given crack spacing. For widely spaced cracks, however, smal-
ler bb values give larger SIFs. From the results, it can be observed
that, i) decreasing crack spacing reduces the SIFs signiﬁcantly for
the whole range of bb values, and ii) for negative bb values (reduc-
ing stiffness in x direction) , this reduction is still signiﬁcant at rel-
atively large crack spacings. For example from Table 3, the single
crack SIF is reached for c/b = 4 when bb is equal to 3.0, but for
bb = 3.0, even at c/b = 10, the periodic SIFs are still less than half
of the single crack SIF.Table 2
Comparison of kðbÞ=r0
ﬃﬃﬃ
b
p
for an edge crack with the corresponding case in Murakami
(1987).
2c/b Murakami (1987) Current study Current study
bb = 104 bb = 104
1.03 0.400 0.4042 0.4043
2.00 0.561 0.5581 0.5581
4.00 0.791 0.7934 0.7934
6.00 0.929 0.9288 0.9288
8.00 0.997 0.9996 0.9996
Table 3
Normalized stress intensity factors under uniform crack surface traction r0 for an edge crack.
kðbÞ=r0
ﬃﬃﬃ
b
p
c/b bb 3.0 2.0 1.0 0.5 0.0 0.5 1.0 2.0 3.0
0.00 0 0 0 0 0 0 0 0 0
0.10 0.1743 0.1757 0.1772 0.1779 0.1786 0.1794 0.1801 0.1816 0.1831
0.1739 0.1753 0.1769 0.1777 0.1785 0.1793 0.1801 0.1817 0.1833
0.30 0.2853 0.2930 0.3009 0.3050 0.3090 0.3132 0.3173 0.3259 0.3349
0.2849 0.2927 0.3006 0.3046 0.3087 0.3128 0.3170 0.3256 0.3345
0.50 0.3501 0.3657 0.3817 0.3900 0.3987 0.4078 0.4175 0.4392 0.4643
0.3499 0.3655 0.3815 0.3898 0.3985 0.4076 0.4173 0.4390 0.4641
0.70 0.3976 0.4189 0.4418 0.4548 0.4695 0.4862 0.5050 0.5490 0.5997
0.3974 0.4187 0.4416 0.4546 0.4693 0.4860 0.5048 0.5487 0.5995
1.00 0.4491 0.4743 0.5077 0.5305 0.5581 0.5900 0.6251 0.6996 0.7720
0.4486 0.4739 0.5072 0.5300 0.5575 0.5893 0.6245 0.6989 0.7712
2.00 0.5405 0.5829 0.6739 0.7345 0.7934 0.8425 0.8801 0.9316 0.9662
0.5408 0.5834 0.6744 0.7351 0.7940 0.8431 0.8807 0.9323 0.9669
4.00 0.6388 0.7437 0.9250 0.9872 0.9996 0.9889 0.9807 0.9787 0.9880
0.6385 0.7434 0.9246 0.9868 0.9992 0.9890 0.9803 0.9782 0.9802
10.0 0.8430 1.1094 1.3123 1.2423 1.0990 1.0213 0.9930 0.9806 0.9884
0.8355 1.0998 1.2992 1.2305 1.0892 1.0037 0.9808 0.9799 0.9806
1 (Dag and Erdogan, 2002) 4.4345 3.1238 1.9843 1.4989 1.1215 1.0225 0.9932 0.9807 0.9884
Table 4
Normalized stress intensity factors under linear crack surface traction r0(x/b) for an edge crack.
kðbÞ=r0
ﬃﬃﬃ
b
p
c/b bb 3.0 2.0 1.0 0.5 0.0 0.5 1.0 2.0 3.0
0.00 0 0 0 0 0 0 0 0 0
0.10 0.1713 0.1727 0.1741 0.1748 0.1755 0.1762 0.1769 0.1784 0.1798
0.30 0.2706 0.2777 0.2850 0.2888 0.2926 0.2965 0.3005 0.3088 0.3176
0.50 0.3216 0.3349 0.3487 0.3559 0.3633 0.3710 0.3790 0.3961 0.4146
0.70 0.3559 0.3732 0.3910 0.4005 0.4105 0.4213 0.4329 0.4581 0.4849
1.00 0.3916 0.4097 0.4300 0.4422 0.4562 0.4718 0.4884 0.5224 0.5542
2.00 0.4488 0.4663 0.5023 0.5270 0.5515 0.5722 0.5883 0.6103 0.6249
4.00 0.4987 0.5335 0.6019 0.6273 0.6336 0.6304 0.6279 0.6282 0.6328
10.0 0.5840 0.6767 0.7547 0.7291 0.6737 0.6435 0.6328 0.6289 0.6329
1 (Dag and Erdogan, 2002) 1.9324 1.4495 1.0196 0.8317 0.6829 0.6439 0.6328 0.6289 0.6329
Table 5
Normalized stress intensity factors under parabolic crack surface traction r0(x/b)2 for an edge crack.
kðbÞ=r0
ﬃﬃﬃ
b
p
c/b bb 3.0 2.0 1.0 0.5 0.0 0.5 1.0 2.0 3.0
0.00 0 0 0 0 0 0 0 0 0
0.10 0.1683 0.1697 0.1710 0.1717 0.1724 0.1731 0.1738 0.1752 0.1767
0.30 0.2574 0.2637 0.2703 0.2736 0.2771 0.2806 0.2841 0.2915 0.2992
0.50 0.2982 0.3091 0.3204 0.3262 0.3322 0.3383 0.3446 0.3578 0.3717
0.70 0.3237 0.3374 0.3511 0.3583 0.3657 0.3736 0.3817 0.3989 0.4166
1.00 0.3496 0.3634 0.3779 0.3862 0.3954 0.4054 0.4159 0.4368 0.4560
2.00 0.3898 0.4005 0.4214 0.4358 0.4503 0.4626 0.4722 0.4853 0.4939
4.00 0.4223 0.4400 0.4781 0.4930 0.4971 0.4957 0.4945 0.4952 0.4982
10.0 0.4724 0.5210 0.5649 0.5512 0.5202 0.5032 0.4973 0.4956 0.4982
1 (Dag and Erdogan, 2002) 1.2148 0.9525 0.7152 0.6099 0.5255 0.5035 0.4974 0.4956 0.4981
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form strain e0 is imposed in y-direction. For this case, the crack sur-
face tractions can be expressed as
pðxÞ ¼ 2lðxÞe0
1 m ; ð65Þ
and the normalized SIFs are given as
kðbÞ ¼ kðbÞ= 2l0e0
1 m
ﬃﬃﬃ
b
p 
: ð66ÞHere one should observe that exx is non zero for the assumed elas-
ticity solution, and straining in y-direction has been accomplished
without putting any constraint on the deformation in x-direction.
Results of constant strain loading are given in Table 7. Here again
FEM results are shown in bold face letters and a very good agree-
ment with analytic results is obtained, only slightly deteriorating
for large c/b and bb values. It is observed that, as the nonhomogene-
ity parameter increases from 3 to 3, SIFs also increase except for
very large crack spacings (or practically single crack case). For
Table 6
Normalized stress intensity factors under cubic crack surface traction r0(x/b)3 for an edge crack.
kðbÞ=r0
ﬃﬃﬃ
b
p
c/b bb 3.0 2.0 1.0 0.5 0.0 0.5 1.0 2.0 3.0
0.00 0 0 0 0 0 0 0 0 0
0.10 0.1654 0.1668 0.1681 0.1688 0.1694 0.1701 0.1708 0.1722 0.1735
0.30 0.2457 0.2514 0.2572 0.2601 0.2632 0.2663 0.2694 0.2759 0.2826
0.50 0.2792 0.2884 0.2977 0.3025 0.3074 0.3124 0.3174 0.3279 0.3387
0.70 0.2991 0.3102 0.3212 0.3268 0.3327 0.3386 0.3448 0.3576 0.3704
1.00 0.3189 0.3299 0.3410 0.3472 0.3539 0.3611 0.3686 0.3833 0.3964
2.00 0.3492 0.3568 0.3711 0.3809 0.3908 0.3992 0.4058 0.4147 0.4206
4.00 0.3727 0.3838 0.4089 0.4189 0.4220 0.4212 0.4206 0.4212 0.4233
10.0 0.4069 0.4374 0.4665 0.4578 0.4374 0.4262 0.4224 0.4214 0.4233
1 (Dag and Erdogan, 2002) 0.8897 0.7209 0.5663 0.4970 0.4410 0.4264 0.4225 0.4215 0.4233
b β
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0.60
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Fig. 5. Stress intensity factors for an edge crack under uniform crack surface
traction.
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direction, there are competing effects of crack spacing and reducing
stiffness. When the crack spacing is close, its effect dominate result-
ing in SIFs lower than that of homogeneous half plane. As the cracks
become wide apart, the inﬂuence of low stiffness begins to domi-
nate and SIFs for the FGM begin to catch up with those of the homo-
geneous material. In the limiting case of single crack the SIFs for the
FGM become greater than those of the homogeneous material.
The third and ﬁnal loading case is a cooling thermal shock. For
the thermal shock problem, the crack-free half-plane is assumed to
be at a uniform temperature T0, when suddenly, the surface is
brought to a lower temperature Ta. For the closed form solution
it is assumed that the temperature at inﬁnity is kept at the initial
temperature. Dynamic effects are neglected, thus a quasi-static
solution is considered. Here, it is assumed that crack opening dis-
placements are small, thus the heat ﬂow in x-direction is not inﬂu-
enced. As such, the problem became a one dimensional, transient
conduction problem.
It is assumed that the thermal conductivity is varying along the
x-axis as an exponential function,
kðxÞ ¼ k0 expðdxÞ; ð67Þ
but as a simplifying assumption the thermal diffusivity, D = k(x)/
(c(x)q(x)) is taken as constant. In other words, assuming exponen-
tially varying heat capacity and density,
cðxÞ ¼ c0 expðgxÞ; qðxÞ ¼ q0 expðxxÞ; ð68Þ
respectively, the exponents must satisfy the relationship
xþ g ¼ d; ð69Þand
D ¼ k0
c0q0
: ð70Þ
Coefﬁcient of thermal expansion for the half plane is also assumed
to be an exponential function of x such that,
aðxÞ ¼ a0 expðnxÞ: ð71Þ
Solution to the conduction problem posed above can be found by
using standard Laplace transform techniques. The corresponding
thermal stress problem for the crack-free FGM half-plane can also
be obtained easily. The resulting temperature distribution and the
stress ﬁeld are given by
hðx; tÞ
ha
¼ exp  dx
2
 
coshð2kÞ  1
2
expð2kÞerf u
2 þ k
u
 	
þ expð2kÞerf u
2  k
u
 

; ð72:aÞ
where,
hðx; tÞ ¼ Tðx; tÞ  T0; ha ¼ Ta  T0; k ¼ dx=4; u ¼ x
2
ﬃﬃﬃﬃﬃ
Dt
p ;
ð72:bÞ
and the thermal stress is given as
ryyðx; tÞ ¼ 2ð1þ mÞaðxÞlðxÞhðx; tÞ1 m : ð73Þ
Temperature distribution can also be expressed in terms of non-
dimensional variables, which make more physical sense;
db ¼ d:b; xb ¼ x=b; Fo ¼ D:t=b2 ð74Þ
which are the conduction nonhomogeneity, the normalized posi-
tion, and the Fourier number (non-dimensional time), respectively.
To obtain sample results, the cases shown in Table 8 have been
investigated. Case 3 is a homogeneous material. Case 1 and Case 2
are hypothetical materials. In case 1, by choosing positive expo-
nents, increasing Young’s modulus, conduction coefﬁcient and coef-
ﬁcient of thermal expansion have been assumed. Qualitatively
speaking, some ceramic-metal FGMs, (ceramic on the surface,
becoming increasingly metal rich in x-direction) might have a prop-
erty variation like this, since ceramics typically have a much lower
coefﬁcient of conduction and a moderately lower coefﬁcient of ther-
mal expansion. (For some ceramic metal systems though, metal
might have lower Young’s modulus.) Hence case 1 is considered
to be a more realistic one. Case 2 is basically intended to demon-
strate the trend of SIF while going from positive exponents, through
homogeneous material to negative exponents. For the crack prob-
lem, opposite of the thermal stress given in (73) is applied as the
crack face pressure. For this case, the SIFs are normalized as,
Table 7
Normalized stress intensity factors under constant strain loading for an edge crack.
kðbÞ= 2l0e01m
ﬃﬃﬃ
b
p 
c/b bb 3.0 2.0 1.0 0.5 0.0 0.5 1.0 2.0 3.0
0.00 0 0 0 0 0 0 0 0 0
0.10 0.0091 0.0246 0.0663 0.1089 0.1786 0.2931 0.4810 1.2953 3.4879
0.0091 0.0246 0.0662 0.1087 0.1785 0.2929 0.4808 1.2955 3.4905
0.30 0.0167 0.0441 0.1168 0.1899 0.3090 0.5028 0.8180 2.1647 5.7279
0.0167 0.0441 0.1166 0.1897 0.3087 0.5022 0.8171 2.1624 5.7220
0.50 0.0227 0.0590 0.1533 0.2472 0.3987 0.6429 1.0368 2.6952 7.0000
0.0227 0.0590 0.1532 0.2470 0.3985 0.6426 1.0364 2.6939 7.0000
0.70 0.0281 0.0716 0.1832 0.2933 0.4695 0.7515 1.2023 3.0722 7.8323
0.0281 0.0716 0.1832 0.2932 0.4693 0.7511 1.2018 3.0709 7.8291
1.00 0.0349 0.0874 0.2208 0.3512 0.5581 0.8850 1.3998 3.4794 8.6160
0.0349 0.0874 0.2206 0.3509 0.5575 0.8841 1.3985 3.4760 8.6078
2.00 0.0525 0.1317 0.3322 0.5184 0.7934 1.1957 1.7904 4.0471 9.4006
0.0525 0.1318 0.3325 0.5187 0.7940 1.1966 1.7919 4.0535 9.4223
4.00 0.0818 0.2112 0.5067 0.7273 0.9996 1.3760 1.9447 4.1627 9.4884
0.0818 0.2111 0.5066 0.7270 0.9992 1.3758 1.9471 4.1817 9.5346
10.0 0.1594 0.4006 0.7765 0.9380 1.0990 1.4158 1.9637 4.1675 9.4898
0.1569 0.3967 0.7690 0.9288 1.0920 1.4193 1.9817 4.1904 9.6443
1 1.6673 1.4582 1.2449 1.1500 1.1215 1.4174 1.9640 4.1685 9.4933
Table 8
Sample data for thermal loading case.
Nonhomogeneity parameter Case 1 Case 2 Case 3
Elastic, b 0.5 0.5 0.0
Conduction, d 1.0 1.0 0.0
Thermal Expansion , n 0.5 0.5 0.0
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1 m
ﬃﬃﬃ
b
p 
: ð75ÞVariations of thermal SIFs as functions of Fo for various crack spac-
ings (c/b) are given in Table 9. To make sure that the computational
procedures and the results for temperature distributions, thermal
stresses and SIFs are correct, these are also veriﬁed through FEM
calculations. Excellent agreements are obtained but comparisons
are not shown here because of space limitations except thermal SIFS
for Fo = 1 and c/b = 1 which are given in Table 9 (bold face letters).
From this table it can again be observed that a certain steady state
value is reached at about Fo = 4 for all the cases. It is also observed
that, when both the stiffness and the coefﬁcient of thermal expan-
sion are increasing functions of x (i.e. case 1), thermal SIFs are lar-
ger. It is also observed that smaller crack spacings for a given
crack length gives substantially smaller SIFs.Table 9
Normalized thermal stress intensity factors for an edge crack.
kðbÞ ¼ kðbÞ=  2ð1þmÞl0a0ha1m
ﬃﬃﬃ
b
p 
Case c/b Fo 0.2 0.4 0.6 1
1 0.20 0.051 0.110 0.145 0
1.00 0.187 0.313 0.384 0
0
8.00 0.463 0.645 0.743 0
2 0.20 0.019 0.041 0.054 0
1.00 0.075 0.125 0.153 0
0
8.00 0.393 0.495 0.547 0
3 0.20 0.032 0.071 0.096 0
1.00 0.122 0.208 0.258 0
0
8.00 0.418 0.561 0.640 0Because of the constant diffusivity assumption, transient SIFs
can not be obtained accurately for a half plane whose diffusivity
is variable. Yet, the steady state SIFs are correctly and accurately
obtained. As one can observe from (73), steady state value of ther-
mal stress at a given x0 is also its maximum value for a half plane,
since the temperature difference jh(x0, t)j is a monotonically
increasing function of t. Then the crack surface tractions also in-
crease steadily until attaining their steady state values. Hence
the steady state SIF is also the maximum SIF which is the impor-
tant quantity regarding fracture. There are elegant analytical solu-
tions which takes variation of diffusivity into account such as those
given by (Jin and Feng, 2008) and (Guo and Noda, 2010). In this
article, however, the simple solution based on constant diffusivity
is preferred because it gives the physically important parameter
correctly and yet, it is very easy to implement. Finally, note that
as y?1, material properties appear to become inﬁnite when
the exponents in material property equations are positive. Cer-
tainly, this is physically not possible. Here, one should interpret
the unbounded semi-inﬁnite plane with an edge crack as a ﬁnite
width strip where the crack size b is much smaller than the strip
width h. The very good agreement between our analytic results
(obtained for a semi-inﬁnite plane) and FEM results (which are
actually obtained for a ﬁnite width layer with a free boundary at
the far side) veriﬁes this point..0 1.4 1.8 2.5 3.0 4.0
.185 0.206 0.219 0.232 0.238 0.245
.460 0.500 0.524 0.549 0.560 0.572
.458
.846 0.900 0.932 0.965 0.979 0.996
.069 0.077 0.082 0.087 0.089 0.092
.183 0.199 0.209 0.219 0.223 0.228
.182
.602 0.630 0.647 0.664 0.671 0.680
.125 0.142 0.154 0.168 0.175 0.185
.316 0.350 0.373 0.399 0.413 0.431
.315
.729 0.780 0.814 0.853 0.873 0.901
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In this paper, a plane elasticity problem, namely, periodic crack-
ing of an FGM half plane under various loading conditions has been
considered. Problem is formulated by using Fourier integrals, Fou-
rier series and the derivative of the crack face displacement as an
auxiliary unknown. The issues that may arise from the implemen-
tation of zero displacement boundary condition along the crack
axis (outside the crack) in this type of formulations is pointed
out. The problem has been reduced to a singular integral equation
with Cauchy type singularity and the SIFs are calculated. These re-
sults are also veriﬁed through FEM calculations. It is found that
	 decreasing crack spacing decreases SIFs signiﬁcantly for all
loading types as pointed out in earlier studies such as Nied
(1987), Schulze and Erdogan (1998).
In the ﬁrst group of results, SIFs for uniform, linear, parabolic
and cubic crack surface tractions are presented. Although by them-
selves SIFs for these cases are not physically meaningful, SIFS for
fairly general loading conditions such as uniform stress loading
at inﬁnity or thermal SIFS for different types of thermal loadings
can be obtained by appropriately superposing these results.
Physically more meaningful results are for the constant strain
loading which to some extent represent the ﬁxed grip loading of
an FGM strip containing an edge crack where the crack size b is
much smaller than the strip width h . The forthcoming conclusions
pertain to constant strain loading case. It is found that
	 reduction in SIFs at small crack spacings is more signiﬁcant for
functionally graded half planes with increasing stiffness in the
depth direction,
	 for stiffening half planes, SIFs are higher than those of a homo-
geneous half plane and higher the stiffening rate, the greater the
SIF,
	 for softening half planes, SIFs are lower than those of a homog-
enous half plane except for very large crack spacings (practi-
cally the single crack case).
Finally, thermal shock problem under the assumption of con-
stant thermal diffusivity has been considered. It is observed that,
for a stiffening half plane with increasing coefﬁcient of thermal
expansion, transient thermal SIFs are greater than those of a homo-
geneous half plane, and for a softening half plane with decreasing
coefﬁcient of thermal expansion, transient thermal SIFs are lower
than those of a homogeneous half plane.
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